
United States Department of the Interior
MINERALS MANAGEIUENT SERVICE

CENTRAL REGION

Oil- Shal-e Office
131 North 6th Street, Suite 300
Grand Junction, Colorado 81501
(303) 245-6700 FTS: 322-O28L

November 5, L982

Memorandum to Flles

tr'rom: John Miley

Subjeet: Tract U-a/V-b Inspection

Personnel Present:

- ltining

Steve Navin Parsons

IN REPLY
REFER TO:

Ted Ryblcki
John Miley

ACTIVITIES:

xc: W. Hawes, U-a/tJ-b
J. Godlove, lJ-afIJ-b
J. Goff, V-alu-b
L. Ferguson' BLM

->T. Portal' IIDOGM

WROSC

oso

Mining: The coLLar of the decl-ine was bei.ng cut using the 'rPourat"
mlning machine. The ground at the decline col-Lar was massive sil-t-
stone having a coupresslving strength of approximately 10'000 psi.
The 100-ton Pourat nining roachine was cutting this siltstoae at a
rapid rate of advance. The fine cuttings were loaded into an LHD

for a short haul to teuporary dump si-te. The siltstone at the eo11ar
is probably as tough as any gror:nd to be encountered in the decline.
A decline cut with this machine would have better ground stabiLity'
and provide a less resistant airway that a conventionall-y driven
decline.
A 11000 KVA diesel generator mounted at the decline pad provides the
electrLcal power to drive the mining machine.

A11 system< were go, and the I,IRSOC mine devel-opment is underway.
Design plans for the decline incl-ude resin bo1-ting, wire mesh as
reguired, and shotcreting. Concreting of the invert as plarrred with
conventional mining night posslbly be saved with a much smoother cut
of the botton uslng the mining machine.


